Soffianti a canali laterali GK731 va

Side channel blowers GK731

Tecnologie Del Vuoto

Le soffianti a canali laterali sono caratterizzate da affidabilita e bassi costi di esercizio.
Risultano silenziose, presentano compressione senza olio e senza pulsazione.
Possono essere impiegate in pressione o in depressione per esercizio in continuo.

Reliable, low running costs and noiseless side channels blowers running in compressions
without oil and pulsation.
Running both in pressure or suction in steady running cycle.
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GK731MFGEV4.0T 4xM32x1.5 42| 286 0°/120°/240°
GK731MFGEV5.5T 4xM32x1.5 @2 286 0°/120°/240°
GK731MFGEV7.5T 4xM32x1.5 @2 286 0°/120°/240°
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Depressione / inlet vacuum (mbar rel.) Pressione / pressure (mbar rel.)

Tolleranza curve +/- 10%. | dati indicati possono essere variati senza preavviso.
Tollerance of +/- 10%. The data may change without any notification.

Model Output power Rated current
Modello Potenza Assorbimento
n. (A)
GK731TMFGEV4.0T 9.54/5.5Y

GK731MFGEV4.0T . 9.54/55Y
GK73TMFGEV5.5T . 1290/74Y

GK731MFGEV5.5T . 1294/7.45Y
GK73TMFGEV7.5T . 16.70/9.6Y
GK731MFGEV7.5T 1730/10.0Y






